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The Area s Susceptible to Ground wa ter Flood ing (AStGWF) is a
stra tegic sca le m a p showing ground wa ter flood  a rea s on a  1km
squa re grid . The d a ta  wa s prod uced  to a nnota te ind ica tive Flood
Risk Area s for PRFA stud ies a nd  a llow the LLFAs to d eterm ine
whether there m a y be a  risk of flood ing from  ground wa ter.
This d a ta  shows the proportion of ea ch 1km  grid  squa re where
geologica l a nd  hyd rogeologica l cond ition show tha t ground wa ter
m ight em erge.  It d oes not show the likelihood  of ground wa ter
flood ing occurring.  It d oes not ta ke a ccount of the cha nce of flood ing
from  ground wa ter rebound . This d a ta set covers a  la rge a rea  of la nd ,
a nd  only isola ted  loca tions within the overa ll susceptible a rea  a re
a ctua lly likely to suffer the consequences of ground wa ter flood ing.
The AStGWF d a ta  should  be used  only in com bina tion with other
inform a tion, for exa m ple loca l d a ta  or historic d a ta .  It should  not be
used  a s sole evid ence for a ny specific flood  risk m a na gem ent, la nd
use pla nning or other d ecisions a t a ny sca le.  However, the d a ta  ca n
however help to id entify a rea s for a ssessm ent a t a  loca l sca le where
finer resolution d a ta sets exist.
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Reprod uced  from  O rd na nce Survey m a pping with the perm ission of O rd na nce Survey on 
beha lf of the Controller of Her Ma jesty's Sta tiona ry O ffice. © Crown copyright a nd  d a ta ba se 
rights 2014 O rd a nce Survey 0100031673. 

Note:
Absence of va lues for a ny grid  squa re m ea ns 
tha t no pa rt of tha t squa re is id entified  a s being
susceptible to ground wa ter em ergence.
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The  Are as Susc e ptible  to Groundwate r Flooding (AStGW F) is a
strate gic  sc ale  m ap showing groundwate r flood are as on a 1km
sq uare  grid. The  data was produc e d to annotate  indic ative  Flood
Risk Are as for PRFA studie s and allow the  LLFAs to de te rm ine
whe the r the re  m ay be  a risk of flooding from  groundwate r.
This data shows the  proportion of e ac h 1km  grid sq uare  whe re
ge ologic al and hydroge ologic al c ondition show that groundwate r
m ight e m e rge .  It doe s not show the  like lihood of groundwate r
flooding oc c urring.  It doe s not take  ac c ount of the  c hanc e  of flooding
from  groundwate r re bound. This datase t c ove rs a large  are a of land,
and only isolate d loc ations within the  ove rall susc e ptible  are a are
ac tually like ly to suffe r the  c onse q ue nc e s of groundwate r flooding.
The  AStGW F data should be  use d only in c om bination with othe r
inform ation, for e xam ple  loc al data or historic  data.  It should not be
use d as sole  e vide nc e  for any spe c ific  flood risk m anage m e nt, land
use  planning or othe r de c isions at any sc ale .  Howe ve r, the  data c an
howe ve r he lp to ide ntify are as for asse ssm e nt at a loc al sc ale  whe re
fine r re solution datase ts e xist.
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Re produc e d from  Ordnanc e  Surve y m apping with the  pe rm ission of Ordnanc e  Surve y on 
be half of the  Controlle r of He r Maje sty's Stationary Offic e . © Crown c opyright and database  
rights 2014 Ordanc e  Surve y 0100031673. 

N ote :
Abse nc e  of value s for any grid sq uare  m e ans 
that no part of that sq uare  is ide ntifie d as be ing
susc e ptible  to groundwate r e m e rge nc e .

Aug 2014 Final



CommentsDateREF
A
B
C

Draft

¯

Mid De von Distric t Counc il
SFRA

APPEN DIX  G
GROUN DW ATER FLOOD MAPS

This doc um e nt is the  prope rty of Je re m y Be nn Assoc iate s Ltd. It shall not be
re produc e d in whole  or in part, nor disc lose d to a third party, without the  pe rm ission of
Je re m y Be nn Assoc iate s Ltd.

She e t N o: Inde x N um be r:

Legend

Key Plan

Notes

MDDC_ Inde x_ 99 of 61

May 2014

The  Are as Susc e ptible  to Groundwate r Flooding (AStGW F) is a
strate gic  sc ale  m ap showing groundwate r flood are as on a 1km
sq uare  grid. The  data was produc e d to annotate  indic ative  Flood
Risk Are as for PRFA studie s and allow the  LLFAs to de te rm ine
whe the r the re  m ay be  a risk of flooding from  groundwate r.
This data shows the  proportion of e ac h 1km  grid sq uare  whe re
ge ologic al and hydroge ologic al c ondition show that groundwate r
m ight e m e rge .  It doe s not show the  like lihood of groundwate r
flooding oc c urring.  It doe s not take  ac c ount of the  c hanc e  of flooding
from  groundwate r re bound. This datase t c ove rs a large  are a of land,
and only isolate d loc ations within the  ove rall susc e ptible  are a are
ac tually like ly to suffe r the  c onse q ue nc e s of groundwate r flooding.
The  AStGW F data should be  use d only in c om bination with othe r
inform ation, for e xam ple  loc al data or historic  data.  It should not be
use d as sole  e vide nc e  for any spe c ific  flood risk m anage m e nt, land
use  planning or othe r de c isions at any sc ale .  Howe ve r, the  data c an
howe ve r he lp to ide ntify are as for asse ssm e nt at a loc al sc ale  whe re
fine r re solution datase ts e xist.
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Re produc e d from  Ordnanc e  Surve y m apping with the  pe rm ission of Ordnanc e  Surve y on 
be half of the  Controlle r of He r Maje sty's Stationary Offic e . © Crown c opyright and database  
rights 2014 Ordanc e  Surve y 0100031673. 

N ote :
Abse nc e  of value s for any grid sq uare  m e ans 
that no part of that sq uare  is ide ntifie d as be ing
susc e ptible  to groundwate r e m e rge nc e .
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